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REVERSE OF COVER

The contents of this report re-flect the views of the I
contractor, which is responsible for the facts and
the accuracy of the data presented herein, and do

I not necessarily reflect the official views or policy
of the FAA or Department ,f Transportation. This
report does not constitute a standard, specification,
or regalation.

The Federal Aviation Admi~listration is responsible for the promotion,
regulation and safety of civil aviation and for the development and
operation of a common system of air navigation and air traffic control
facilities which provides for the safe and efficient use of airspace by
both civil and military aircraft.
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INTRODUCTION
SPur-pose

PupsIt is the purpose of this study to utilize existing theory and data onI supersonic flows similar to jet engine combustor burn-through flames, along
with the measured flat plate impingement pressure and temperatures of
Ref. 1 to dete-cmine inter alia the distributions of velocity, Mach number,
pressure and stag:.ation temperature (corrected for radiation and conduction
errors) along the flame centerline.

Background

Considerable background on the problem of jet engine combustor burn-
through failures is given by Rust, who gives the following description of a
burn-through:

"A burn-through occurs in an engine when the hot combustion
SI gases within a combustion chamber are deflected from their
S$ normal path and impinge on the wall of the combustion chamber,

thus causing a hot spot on the wall. The heat on the wall weakens
it, and the high pressure in the chamber causes a bursting type
failure at this point, The result is a severe high temperature,
high velocity flame escaping from the hole in the chamber."

In Ref. 1, the results of an experimental study of a burn-through flame' on a
J47-GE-25 jet engine combustor are presented. In this investigation the
flame .vas simulated by (1) making an irregularly shaped hole in the flame

I tube which fits inside the burner can, (2) inserting a baffle plate between the
flame tube and the burner can-- -creating a low pressure region aft of the
baffle plate--causing the flame to impinge on the burner-zan wall, and
(3) making a 1-in. -diameter hole at the impingement point, aliowing thei ~ combustion gases to exhaust to atmospheric pressure.

A number of candidate firewall'- materials were placed in the flame toj determine how long they could withstand the severe heating conditions. In
* adhition, plate impingement pressure and stagnation temperature were mea-

sured in an attempt to determine the pertinent flame propertiesi e. g. , temper-
ature, pressure, velocity, etc. These measurements were made with a pitot
pressure-measuring hole and a thermocouple inserted at the center of a flat
plate, positioned normal to the flow. Measurements were made on the flame
centerline at various ax:ial d' st=inces from the burn-through hole. Although
the above measurements gave the pressure and temperature eyperieitced by a
firewall material in the flame, additional interpretation of the data is required
to determine local flame properties.

* The firewall is used to prctect other parts of the aircraf•t from a
burn-through flame.



In the discussion part of this report, a technique for interpretation of
the pressure data in terms of the local flame centerline properties is
described. This is followed by a description of a method for computing the
convective heat transfer coefficients needed as input data for the thermocouple
radiation and conduction corrections. Discussed next are the effects of mixing
between the flame and ambient air on the centerline properties. Finally recom- A
mendations are presented regarding instrumentation and data interpretation
for future test programs to be carried out at NAFEC, similar in nature to the
program described in Ref. 1. (All references are in Appendix C.) t

S! DISCU SSION -AN

Interpretation of 712-> Plate Pressure Data

If the ratio of stagnation pressure in the combustor to ambient pressure
is greater than about ,8 (for V = !. 3),* the flow will be sonic at the burn-
through hole. Table I (All tables are in Appendix B.) gives the properties in
the combustor and at the hole, and indicates that Mex = 1 for all power settings,
e).cept 50 percent. It ts )ted that foi power settings - 70 rercent the pressure
at 'he hole is greater than 1 atmosphere (atm); thus, the burn-through flame
is actually a high-temperature, underexpanded sonic jet.

Shock Locations: In order to gain confidence in the subsequent analysis of
flame properties, shock locations obtained from flame photos for the 80 per-

cent and 90 percent power settingst we-e compared with data available in the .;
literature2 '3 on u.iderexpanded sonic air jets. The results of this comparison
are given ii. Fig. 1. (All illustrations are in Appendix A.) It can be seen that

all data on first shock locations are consistent, and a smooth curve can readily
be drav n through all the points. NAFEG data1 on the oth-: shcck locations are
seen to je consistent with the ARAP data.2 Figure I was used tu deter-nixe
shock locations for power settings where photos were not available.

T It is assumed thaty = 1. 3 for the burn-through flame.

t A photo of the flame for the 70 ..percent power Letting was not clear enough
to accurately define the shock locations.

One method of extrapolating the results of Fig. 1 to higher engine pres-
sure ratios is to (1) use the results of Ref. 3 to determine the location of A
the first shock, and (2) extrapolate the curves for shocks 2, 3 and 4 paral-
lel to the curve f3r shock i.

23



Flat Plate Normal Shock Corrections: In a supersonic flow, there is a
difference between the impingement pressure on a flat plate and the pressure
recorded by a pitot probe at the same location- -because the normal shock
will be farther from the plate than from the probe (see Fig. 2). Thus, the
probe will experience a pressure* consistent with the Mach number at the
probe location ( _probe) while the plate pressure will be consistent with a Mach

number upstream of the p1ate location (Mplate). This effect has been observed
experimentally by Snedeker and Donaldson (see Fig. 39 of Ref. 2). In addition
t.to the above effect, the shock in front of the plate may coalesce with the shock
in the jet, giving rise to a different shock structure than would exist if no plate

werei Fresent.

Because of these effects the first step in interpreting the fiat plate
pressuve data was to "convert" these readings to equivalent pitot probe pres-
scLres; i. e.. the pressure downstream of a normal shock at the local Mach

number. This was done by utilizing the photos in Ref. 2, which show shock
detachment distances for a flat plate located at various positions in a jet. By
interpreting the pitot probe data of Ref. 2 in terms of local Mach numbers, the
curve shown in Fig. 3 was constructed. This figure was used in the following
way to determine equivalent pitot probe pressures in the burn-through flame:

1. From the flat plate pressuret (Table 2) and free stream stagna-
tion pressure$ (i.e., upstream of the normal shock) a free stream Mach nuz.-
bee was computeu (from standard normal shock tables4 ).

2. From Fig. 3, the shock detachment distance was determined.
This fixed the point in the flow having the free stream Mach number found in 1,
and thei efore fixed the pitot pressures § at that point.

From the above procedure, pitot pressures were determined as a function of

j distance from the burn-through hole. These are plotted in Fig. 4, which will
be discussed in more detail in the following section (Mach Number and Pres-
sure Distributions).

It is noted that both probe and plate pressures are stagnation pressures
downstream of a normal shock, but at Mach numbers M andMprobe Mlate,

- respectively.

SAll flat plate pressures could not be used because of probable interference
with the jet shocks at certain locations. Pressure data not considered
valid are noted in Table 2.

These computations will be discussed in the following section (Mach Num-
ber and Pressure Distributions).

It is noted that pitot pressure is defined as the stagnation pressure down-

stz eam of a normal shock in front of a pitot probe.

A 3



Mach Number and Pressure Distributions: The following procedure was
used to determine the Mach number and pressure distributions:

SIra. The shock locations* were determined from Fig. 1.

2. Between the burn-through hole and the first shock, the pitot pY:es-

sures and Mach numbers were determined using the method described under

Flat Plate Normal Shock Corrections, with the free stream stagnation pres-

sure equal to the chamber pressure.J

3. Conditions immediately downstream of the first shock (and" all
succeeding shocks) were determined by assuming the Mach number equals

unity$ behind '.he shock(s).

4. From the stagnation pressure downstream of the shock (from 3

above) and the pitotpressure4 (corrected flat plate pressures) the Mach num-
ber distribution between the first and second shocks was determined (similar
to step 2.) '

5. Static pressures were determined from Ref. 4, knowing the local

Mach numbers and stagnation pressures, assamingY = 1.3A

6. The above procedure was repeated until the computed stagnatic.-'I
pressure loss across the shocks was not sufficient to account for !be measured
flat plate pressures. The stagnation pressure vs. distance curve downstreamof

* this point was approximated as described in the following sample calculation.

* For the 50 percent and 60 percent power settings, there should be no

shocks in the burn-through flame (see Table 1); the flow is completely
subsconic.

There are no stagnation pressure losses (along the centerline)before the
first shock.

T This is a reasonable assumption since the Macb nuriber behind the shock
is approximately equal to or less than the .et exit lach number (Mex).

Since the observed shocks are oblioue, "the downstream Mach numbers can-
not be less than unity. rhus M 2 (1) 1 was chosen to interpret these data.

§ Specific heat ratios should increase towards 1.4 with increasing distances
from the burn-through hole as ambient air mixes with the combustion

gases. However, for the range of Mz-:h numbers under consideration, the
effect upon the flame properties is negligible.

4



Results of calculations using the abcve procedure are given in
Figs. !a-4h. A detailed example for the 95 percent power setting follows:

Before First Shock

" P = 4.5 atm, (from Table 1)

" at x= in., xPOp = 3.0atm. (from Table 2),

.From Ref. 4, for Y = 1.3; PF =067, gives M. 2. 05
0

- From Fig. 3, A/ d =0U.25

*Mw = 2.05 is then located at x = 0. 75 in. (see Fig. 4a)

IDI
*The Mac!, number carve is faired through three points;

II. = I1 at x=0, anxe 2 points (x = 0. ?5 and 1. 2 in.) deter-
mined in the above n.±aroer.

At First Shock

"o From M1 (O) =2. 3 (from the faired Mach Number curve) and
M2)= 1. .0, the stagnation pressure downstream of thej

oblique shock is determined (from Ref. 5); P023 ~am

" From Ref. 5, a shock angle of 58* is found for this pressure
loss. The follow4 .ag table gives a comparison of first-ph~jck
ang;. s determzn~.ed by the ..bove method anm' Lhose mneasured
from the Dr)!utos of R et. 1.

Shock Angle, dleg.
Eng~ine Power Setting, Pe-cent RPM Predicted Mreas ur ed

3064 58

givesThis good agreem.-ent betweea the predicted and measured shock angles

gvsadditional confidence in the assumption of Mz(0)1.0

5



Before Second Shock

= 3.8 atm (from above)

" tx= 3 in. P°FP 2 .- 5atm(fromTable 2)

From Ref. A, fory = 1. 3; P 0.66, gives M =2. 07

From Fig. 3, A /d = 0.25

Mw M = 2.07 is then located at x = 2. 75 in.

This procedure is continued unt:l the calculated stagnation pressure
loss is not sufficient to account for the measured flat plate pressure. * At the
95 percent power setting this condition occurs between the third and fourth
shock. The stagnation pressure curve (Fig. 4a) is then continred by connect-
ing the pitot pressires behind the 4th and 5th shocks (since M20) = 1, the
stagnation pressure must equal the pitot pressure) and extrapolating the curve
downstream of the 5th shock.

IA,
Velocity Distributions: Before local velocities can be computed the

Sthtermocouple readings must be corrected for radiation and conduction losses: 5
the-e corrections were made (see Thermocouple Corrections for details), and
the true gas stagnation temperatures are given in Fig. 4. The velocity is then

computed from:

u = Ma (1)

U MLYR( ~ToJ (la)

where T/To is a function of Mach number.4

* This is probably due to an increased stagnation pressure loss due to mix-

ing between the ambient air and burn-through flame (see Influence of Mix-
ing on Flame Properties). BEccause of the approximations in the present
analysis and the inherent inaccuracies in the measured flat plat impinge-
ment pressures, this point cannot be determined with great precision.
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Thermocouple Corrections

Radiation: Because of Yadiation from the thermocouple junction (and

wires) to the surroundings, the equilibrium temperature of the junction, Tw

is less than the true gas stagnation temperature, To. However, To can readily

be determined by performing a heat balance (between convection to the junc-

tion and radiation from the junction). Assuming conduction along the wires is
negligible* we get,

h(To - Tw) = 0-E Tw4  (2)

Eq. (2) is used to solve for To, once the heat transfer coefficieit, h,

is known.

Heat Transfer Coefficient - There are no experimental data in the

literature on heat transfer coefficients for hot, turbulent supersonic jets
impinging on a flat plate. However, data are available for cold subsonic tur-

bulent jets impinging on moderately heated flat plates, 6' 7 and a (well-confirmed)

theoretical expression is available for stagnation point heat transfer in laminar

flow.8 These pieces Af information were combined in this study to obtain the

local heat transfer ,;oefficients.

Doraldson, et al.,6 compared their measured stagnation point

heat transfer c,.efficients (for turbulent jets) with those computed from laminar

stagnation poin.. theory8 and showed that the ratio of the measured to calculated

values is a fux.ction of distance from the jet exit (and not a function of Reynolds

number). By extrapolating the data of Ref. 6,it was f,3und that this ratio varied
from abou.t 1.1 to 1.5 for the range of x/d of interest in the present study. Thus

the laminar stagnation point heat-transfer coefficients were computed from the

theory of Ref. 8, and all values were multiplied by an (average) factor of 1. 3

to get the corresponding values of h for turbuilent flow T.

Values of h f"or laminar flow were computed from,8

1/3 / 2  /2
Nu = k 0. 66 Pr Re L ~

The norrmalized velocity gradient; i.e., the term in square brackets, was

measured by Snedeker and Donaldsonz (for iatios of jet exit to ambient pres-

sure from 1.0 to 3.5) to be about unity. It is important to note that, for

* This is shown under Conduction.

SUse of an average factor is consistent with the accuracy of this technique
for calculating turbulent heat transfer coefficients. A

7
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supersonic flow, the local properties, u, p. etc., must; be evaluated down-

stream of the normal shock in front of the plate. A sample calculation is
given below, for the 80 percent power setting at x/d ='.

- M = 1.6; P, = 0.74 atm (from Fig. 4d)

0T2/7/ = 0.94; M2 = 0.66 (normal shock tables 4 ) M

STo= 3200"R (Table 1); Tz = 30001R

-pz= Z. 1 atm(P = 2.8fromRef. 4)

"P*= p/RTz = 0.027 ibm/ft3

u2a = M Z [YRT]/- =1700 ft/sec

PrI = o. 65

"= 3.5 X 10- lbm/ft-sec

"Re = 2 uzd_ .I (1700)(2.7)l0Z-= 1.1X10 5

IL~Z 12 (3.5)10_5

- kt = 0.06 Btu/hr-ft-"R

"- h = 140 Btu/hr-ft•-R (from Eq. (3))

* Using h/hturb = 1.3 the value of h to be used for the radiation correction, is,

hturb = 180 Btu/hr-ftZ?-R

A series of calculations was made to determine the range of
hturb for all values of :,/d at all power settings. It was found that hturb varied
from approximately 160 to 200 Btu/hr-ftz-°R. Therefore, all subsequent calcu-
lations of the radiation correction used an average value* of hturb = 180 Btu/
hr-fta-°R. Then using a value of e = 0. 2 (Ref. 9) in Eq. (2), and the thermocouple MY

* Calculations of gas density utilize the gas constant for air, i.e., R =

53.3 ft-lbf/lbm-eR.

I Transport properties taken from Ref. 4, Table 2 (extrapolated).

SThe use of an average value of hturb (for all power settings) to compute the
corrected stagnation temperatures is consistent with both the accuracy
of this techniqu't and the accuracy of the uncorrected flat plate thermo-
couple readings.'

8



Areadings in Table 3 the actual gas stagnation cemperatures were computed;

these are listed in Table 4 and plotted in Fig. 4.

Smooth curves were drawn through the data in Fig. 4 and the
faired values near the burn-through hole were used to estirnrte stagnation
temperatures in the combustor for all power settings; these are listed inTable 1. RustO reports that information furnished by the J-47 engine manu-

facturer (General Electric) indicates a maximum stagnation temperature in
the combustor of 3500*R. In Table 1 it can be noted that this is exactly the
stagnation temperature estimated for the 95 percent power setting. This good
agreement implies that the thermocouple corrections'are reasonable.

Conduction: Conduction from the thermocouple junction along the wires
can influence the heat balance equation, Eq. (2), if the conductive heat trans-
fer; i.e.,

q dTN(4)
cond- kwAw M

'I
is not negligible compared to the convective heat transfer to the junction,

~~ ~hA (T0  ~ 5

Pertiaent data on the thermocouple are:

"Material: Pt/Pt-13% Rh (Ref. 1)

length to connecto2s = 10 in. (measured)

d.v =0.02in. (measured)S~Btu

.kw,= 50 hr-ft-R (Ref. 19)

- junction (bead) diameter = 0.062 ia. (measured)

As an example, the conductive heat transfer for a thermocouple reading of
3000*R, and an (assumed) temperature gradient* (dt/ds)j =00"R/n.; i.e.,

S* This assumed gradient is conservatively large since the junction

and exposed wires are both subjected to the convective heating. This
would make the temperature gradient at the junction much smaller

k •than, in this case, 300*R/in., thereby reducing the conductive heat los.I
even further.

9 1
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alinear gradient over the 10 inn.lenntgthsis

For TO =35 00°R Tw = 3000°R and h = 180 Btu/hr-ft2 -°R, the convective heat
transfer is

qconv = 1o9 Btu/hr (Eq. 5)

Thus, even using a conservatively large value of (dT/ds)j, qcond (for this case) :

is only 20 percent of qconv" The conduction heat loss was found to be negligible
for all test conditions, primarily due to a smnal] wire diameter and relatively
small temperature gradients along the wire.

Mass Flow Rates

Following determination of stagnation temperatures in the combustor, the•
mass flow rates can be computed via,

w=(Pex/RTex) UexAe (6) -

Usin~g the data given in Table 1, along with Eq. (6), gives the mass flow rates °

shown in Table 5.

Influence of Mixing on Flame Properties

Mixing between the burn-through flame and ambient air is the most
important mechanism by which stagnation enthalpies in the flame decrease.
Thus, a good measure of the effect of mixing on the flame properties along
the centerline is the rate of decrease of stagnation enthalpy. * Nondimensional
stagnation enthalpies (the usual manner of presenting high-temperature mixing

data) are plotted in Fig. 5 for all power settings. An important parameter inU' the present study is the distance from the burn-through hole at which the effects
of mixing are experienced on the flame centerlvie (the designated core region).
The length of the core region, L, is arbitrarily defined as the value of x/d at

* Enthalpy is c.•ed •.s ,•mixing parameter rather than temperature because
the specific heat of the flame varies over the temperature range of

' interest.
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which (Ho-Hamb)/(Ho -Hamb) = 0. 95. These core lengths are given in Table 6,• C

together with the angle of spread of the mixing region, i.e. t-n-1 d/ZL.

In order to extrapolate these test results to other systems the core lengths
are correlated with enthalpy fD--s at the burn-through hole, i.e.,

E = Pexlex (Hoc - Hamb) (7)

for all power settings. (See Fig. 6). The data can be fitted reasonably well
by a straight line if we neglect the point for the 50 percent power setting.

There are notmuch data available on high-temperature turbulent jets to
compare with the results of the NAFEC tests. However, O'Connor, etal. ,1

have measured the axial variation of stagnation enthalpyt in turbulent jets of
partially dissociated N2 , with an enthalpy flux of about 5 X 104 Btu/ft2 - sec.
These data are shown in Fig. 5. We observe that the corresponding point on
the core length vs. enthalpy flux curve (Fig. 6) is somewhat lower than the
NAFEC data. This agreement is, however, good considering the uncertainties
in estimating core lengths from the enthalpy data. The straight line correla-
tion should be useful for determining core lengths and mixing region angles
(cf. Table 6) for larger burn-through boles with greater mass flows.
However it is unadvisable to use Fig. 6 to determine core lengths for high
compression ratio (say, 12:1) engines, for which the burn-through jet bound-
aries are highly expanded. Because of this expansion, the core lengths sbould
be greater than shown in Fig. 6, for a given enthalpy flux. Interpretation of

highly underexpanded rocket plume data would be needed to get an equivalent
correlation.

Some additional datal on stagnation temperature and enthalpy axial

distributi ')ns in high temperature jets are given by Harsha.1 2

Caution must be exercised in attempting to compare the results of Fig. 5
and Table 6 with corresponding data on high temperature jets issuing
from a perfectly expanded, smoothly converging nozzle. It has been shown

by Donaldson and Gray1 0 that the mixing rates are higher for jets emanating
from a flat surface (which would be similar to combustor burn-throughs)
than for the above-mentioned jets. This is du-c to Lhe difference in air
entrainment patterns.

SThese data are for a jet (at a pressure of 1 atm) emanating from a flat
plate. so they should compare reasonably well with the NAFEC data.

St There was insufficient time in the present study to interpret these data.
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Suggested Experimental Methods for Future Test Programs

It is suggested that future test programs on higher compression ratio
engines be designe., to obtain data on local burn-through flame properties
(temperature, pressure, etc. ) and local heat transfer coefficients (for a
geometry similar to that of a firewall material in the flame). In addition,
analytical models which can be used to predict burn-through flame properties
and heat transfer coefficients should be developed. After it has been demon- 3
strated that predictions and test data are in good agreement, the models should
be used to develop a set of design charts--givinxg heat transfer coefficients,
stagnation temperatures and pressures as a funcc;on of axial and radial
distance from the burn-through hole, for parametric variations of combustor
stagnation pressure, temperature and hole sizes. These are the necessary
input data for determining the response of firewall mraterials to these 3t
burn-through flames. It is important to note that the development of accurate i 3Fanalytical models will avoid the necessity of obtaining test data each time a
new combustor is designed or an existing system is re-designed. These
models are also necessary in order to design a standard flame (which
simulates a combustor burn-through flame) to test firewall materials.

Specific measurements that should be taken in future test programs
are listed below.

Burn-Through Flame Properties: (These should be taken as a function
of axial and radial distance from the burn-through hole at a sufficient number
of points to define the properties within each shock cell)

1. Pressure - Both pitot and static pressure tubes should be
used to record both the stagnation pressure behind a normal shock and the
local static pressure (cf. Refs. 13 and 14). These data are then used to
determine local Mach numbers. V

2. Stagnation Temperature - A stagnation point thermocouple
should be used, with provisions made to minimize heat conduction errors
(cf. Ref. 15). This can be accomplished by using very small lead wires and
inserting the junction far enough into the flame so that the junction and wires
are at about the same temperature.

Photographs: These are esarecially important for determini...ng the namen
boundaries and shock structure--for comparison with analytical predictions.
Color photos are useful for estimating the extent of the mixing region--but
black and white photos are sufficient for defining the shock structure.
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Sampling: It would be very useful to know the composition of the burn-
through flame--particularly to determine if any unburned fuel escapes the
combustor. The fuel could (subsequently) react with ambient air giving
higher flame temperatures than would otherwise be expected. Gas samples
should be taken via a sampling probe throughout the burn-through jet (in the
core and mixing regions). Samples taken at the burn-through hole will

indicate how much unburned fuel is available to react with ambient air. A
detailed discussion of the prol-lems involved in gaa sampling and the
consideratius involved in designing sampling probes are given in Ref. 16.

Effects of Noncircular Holes: Since a burn-through hole will pirobably
not be circular in practice, it is important to test the influence of, for
example, an elliptical hole with jagged edges, on flame properties. Signifi-
cant differences between test results on circular and noncircular holes must

then be accounted for in predicting actual burn-through flarnm. pro-'erties.

Heat Transfer Coefficients: These can be determined by measuring
"local heat transfer rates and wall temperatures fox a flat plate (simulating a
firewall material) normal to the burn-through flan)e. (The plate impinge-
ment pressures should also be recorded as a function of radial dictance from
the plate stagnation point since these are the act:Lal pressures experienced by
firewalls, ) Two possible nonsteady-state met".,-ds of measuring heat transfer
coefficients are:

1. Calorimeter Discs (see, e. g. Ref. 6) - In this technique the
temverature-time response of a uniform temperature disc
is recorded. The heat transfer is computed from,

dTw
q MD c w~q;onv = ~D I-tto 8

P D \dt (8)

then
qconvz

h To- Tw (9)

where To is the measured 3?. gnation temperature.

2. One-Dimensional Plug - A cylindrical plug is inserted in the

flat p1lte, with one end exposed to the gas. The surface is

insulated over its length and temperature of the exposed end
is measured as a function of time. From the solution to the
heat conduction equation for a one-dimensicnal semi-infinite

131

".zJ__ I



4:1A- -- 'g-

rod* with a convective boundary condition, and 1the measured
temperature of the exposed end, the heat transfer coefficient
car- be determined from,#i

T-.= I -exp[ (A-~) at] erfc ct

It

Addiionl inormtio on histecniqu isgivn inRef 18

41

*The plug acts as a semi-infinite rod because data are taken befotre theQ

temperature of the back end can increase.
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CONCLITSION

Based on the results of this stud-,! program, it is concluded that:

herein The computed pressures, Vt'.peratures and mass flows reported
heenclosely define the environment exyierienced by any material encounter-

ing a combustor burn-through flame frot-t an engine operating within the
pressure range specified in this report.
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I i eAPPENDIX A

SFIGURES EVOLVING FP.OM THE STUDY OF TEST DATA
S~ON JET ENGINE COMB USTOR BURN--THROUGH FLAMES
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APPENDIX B A-

TABLES PERTINENT TO THEl STUDY OF TESI DATA
ON JET ENGINE GOMBUSTOR BURN-THROUGH FLAMES
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TABLE± !-PROPER TIES IN COMBUSTOR

Engine Power Stagnation Stagnation Static Pressure Velocity
Setting Pressurea Temp-.;ratureb at HoleC at Holee

(% RPM) (am (*R (atm)j (fsec)

50 1.5 2300 Od0

60 1.8 2600 1.0 2400

70 2.4 3000 1.3 2600

75 2.8 3100 1.5 2600

80 3.2 3200 1.8 Z0

85 3.6 3300 2.0 Z700

90 4.1 3400 2.2 2800

95 4.5 3500 2.5 2800

a Taken from Ref. 1.

b Interpreted from thermocouple data corrected for radiation and conduc-
tion losses (see Fig. 4).

c From isentropic flow tables (Ref. 4); Y = 1. 3.

d Mex =0. 8. Mex = 1. 0 for all other power settings.

e From Eq. (Ila) using 'Y = 1. 3 and R = 53. 3 ft -lbf/Im-AR.
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TABLE 5- MASS FLOW RATES

a
Engine Power Setting Mass Flow Rate

(% RPM) (lbrnsec)

50 0.18

60 0.23

70 0.28 J

75 0.31

80 0.38

85 0.42

90 0.45

95 0.49

Sa rFrom Eq. (6), using -Y 1.3 and
R = 53. 3 ft-lbf/1bm- R
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TABLE 6-LENGTH OF CORE REGION

Engin- Power Setting Length of Core Region, L Mixing Region Angle
(% RPM) (x/d) (tan-' d/ZL, deg)

50 2.8 10
S60 z. 6 11
S70 3.1 9.1 21
II75 3.4 8.4

80 4.6 6.2

65 5.8 4.9

90 7.2 4.0

95 8.0 3.6
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